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Please check the contents of this box immediately.
Parts and accessories are available on line at “Injenonline.com”

High flowing axle back exhaust system NOTE: Please read installation instructions before install. Please
have a professional install, there is cutting involved with this axle back exhaust system. If not read before

install you can damage factory and injen exhaust system. Injen is not responsible for incorrect Installation!

Figure   2

NOTE: All Injen exhaust systems are engineered to comply with the 95dB

noise limit law specified by the California Highway Patrol and the Society of
Automotive Engineers - Except ones that are designated for “Off-Road Use only”.

Every Injen exhaust system is individually designed for a specific application and
complies with the requirements of Sections 27150, 27151 & 27200 of the
California Vehicle Code and Title 13 of the California code of Regulations, Section
10361, which establishes a noise limit of 95dB for passenger cars. 

The age of your exhaust system along with certain engine modifications, such as
headers, intake, etc., may also affect its current noise level output.

Please check with your local and state law enforcement agencies for exact regu-

lation requirements.
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Install the provided torsion clamps over the stock
exhaust, set so the nut is facing out towards the tires. 

Your Injen axle back exhaust system is complete. Re-tighten after
50-100 miles. Make sure there is plenty of clearance around the
cut-out in bumper and nothing is touching. Thank you for choosing
Injen technology.

Complete rear exhaust system removed. Debur the
factory exhaust system on vehicle.

Continue to install and make sure the intake slides
over the factory exhaust. Make sure there is enough
length for the clamps to secure. Slide the clamps on
to the new exhaust system.

Secure the front of the factory exhaust. Using a saw-
zaw and correct blade, cut the exhaust on both sides.
NOTE:Make sure the the blade does not come in
contact with any other parts of the vehicle.

Make sure the exhaust sits properly and position
to desired position. Make there is clearance and 
nothing touching. 

With vehicle on lift or secured jacks, locate rear differential and
with ruler locate the differential cover line and match up.

Mark lines larger to see using a
clamp and running marker along
side.

Install the exhaust and position the hangers to the
rubber isolators. Continue and do both sides. 

Tighten the torsion clamps using 17mm socket
or wrench. Check for clearance and retighten if
necessary. 

Now with lubrication on rubber isolators, pull back the
hangers from the factory exhaust. Note: May require
the help of another person to hold while remov-
ing. 

Make sure ruler is straight and follows the differential line.
Now mark both sides of the stock exhaust with marker.
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Diff. Cover

Line up


