







04-05 Models not  CARB approved

and Off road use only




 










 























Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts the use of any other filter or part will void the 
warranty and CARB exemption number.
Parts and accessories are available on line at “Injenonline.com”



Note: Before starting the installation of this intake system be sure to disconnect the negative battery teminal.  This will
allow the ECU to relearn and make the necessary adjustments to accomadate for the extra volume of free flowing air. 

PRODUCT DISCLAIMER AND LIABILITY WAIVER:

THIS PRODUCT IS DESIGNED FOR OFF-ROAD or COMPETITION USE
ONLY.

Due to the removal of the factory air box assembly, which contains a Non-
removable Hydro-Carbon Element. Any aftermarket intake system that
removes the factory air box assembly are to be used for off-road use only.
Please keep all OEM intake system components for future use.



 



 


Once the intake has been adjusted continue to semi-
tighten the clamp on the hose.

Take the two 4mm vacuum lines above the fuel rail
and press them into the two small 3/16  vacuum ports
on the intake.

All 3.3L motors will require the 5/8  vacuum cap.  Place
the vacuum cap over the short 5/8  port on the intake.
(See fig. A)

Take the assembled filter and intake and press the top
end into the hose on the throttle body.  

Place the 2 3/4  straight hose over the throttle body
and use two clamps.  Tighten the clamp on the throttle
body side at this point.

Take the wires that where connected to the vacuum
switching valve and wire tie them away in a safe place.
(See fig. A)  The flapper valve has been illiminated so
these wires can be tucked away in a safe place.

Remove the two 4mm lines connected to the solenoid
vacuum switching valve controlling the air intake flap. 

Note, the vacuum switching valve is intact with the 
air intake box which is no longer used.


Remove the entire stock air intake box from the
engine compartment.

Take the 6mm vibra-mount and screw it into the
stock air box bracket.  Make sure it is fully screwed
into the pre-tapped hole. 

Press the filter on the end of  the intake and tighten
the clamp on the filter neck.

 



Before the clamp is tighened make sure the
bracket on the intake is lined up to the vibra-mount
stud.  Use the m6 flange nut and fender washer to
secure the intake in place.
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Take the stock breather hose at the crankcase and press the open end over the
large port on the intake.  (See fig.  A)

Remove the stock mass air flow sensor from the air intake box and press it into
the machined adapter on the intake.  Be sure not to break or pinch the O-ring
along the base of  the mass air flow sensor. 

Use the stock self-tapping screws and secure the mass air flow sensor to the
machined adapter. 

Top view of the air intake fully installed.  Be sure to tighten all nuts, bolts, and
clamps once the intake has been carefully aligned.
Check the intake and vacuum lines for any rattling and/or vacuum leaks before
moving forward with the test drive.
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