










 




































Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts.  The use of any other filter or part will void the 
warranty and CARB exemption number.
Parts and accessories are available on line at “Injenonline.com”

Note: The installation of this cold air intake does require mechanical skills.  Removal of the front bumper requires
loosening and removing several plastic plugs and screws that may be difficult.  In addition to removing the 
bumper, you will also have to remove the air resonator box, battery and tray when beginning this installation.          
Injen strongly recommends that this system be installed by a professional mechanic.  

MR Technology, “The World,’s First Tuned Intake System!”
Optimum performance, Factory safe air/fuel ratio.   

Protect your engine from dust
Use the Hydro-shield by Injen

Part number x-1034



Press the 12”-6mm vacuum line over the  upper
coolant outlet port.  Use the stock clamp to secure the
vacuum hose in place.

The 12”- 6mm vacuum hose is connected to the
upper coolant out port and the throttle body coolant
port.

The crankcase hose has been disconnected.  The
short upper coolant outlet hose has also been
removed from the upper coolant outlet port.

The PCV hard pipe is now removed from the engine
compartment intact.

The air control thermal vacuum hose is disconnected
from the air intake duct.

The larger PCV hard line connects the short hose on
the crankcase to the air intake box.   Next, discon-
nect the PCV pipe at the crankcase hose.

Stock air intake box ready to be removed from the
engine compartment.  Start by loosening the clamps at
the air resonator duct (A) and throttle body (B).

Loosen the clamp on the throttle body and gently pull
the air intake box, and both air intake ducts out as
shown above.

The harness clip is removed from the mass air flow
sensor.  

Remove the two screws holding the mass air flow
sensor to the air intake duct.  Gently, pull the mass
air flow sensor from the air intake box as shown
above.

The last coolant hose is disconnected from the throttle
body coolant inlet port.  

Insert the other end of  the 6mm vacuum hose over
the throttle body coolant port as shown above.  Use
the stock clamp to secure the hose over the port.  

To air intake box
<<<<

Upper coolant outlet
port          >>>>>
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Remove the two screws from the mass air flow sensor
top.  

The sensor is in place and the stock screws have
been reused to secure the sensor to the adapter.

Press the air control thermal hose over the 3/8” intake
vacuum port as shown above.  Use the stock clamp to
secure the hose in place.

Align the intake bracket to the vibra-mount stud.  Use
the fender washer and m6 flange nut to secure the
intake to the vibra-mount.

Carefully, insert the 3 1/2” filter neck over the end of the
intake.

Place the intake into the engine compartment and
locate the crank case breather hose (A) and the air
control thermal vacuum hose (B).

Press the 2 3/4” end on  the 45 degree elbow over the
throttle body.  Use two power-bands and semi-tighten the
elbow over the throttle body.

Screw the vibra-mount into the air box stud until it
bottoms out.

Align the vibra-mount over the air box stud as shown
above.

Once the filter has been properly placed over the
intake end, continue to tighten the filter neck clamp.

The crank case breather hose is shown connected
over the 1/2” intake port.  The stock clamp is used to
hold the stock hose over the intake port.

Gently, press the mass air flow sensor into the
machined adapter as shown above.  Place a dab of
light oil around the sensor O-ring.  This will allow an
easy and good seal between the adapter and O-ring.

(A)

(B)
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Take the harness clip and press it into the sensor until you hear the harness snap
into the sensor.

Align the intake for the best possible fit, continue to tighten all nuts, bolts and
clamps.  Congratulations! You have just completed the installation of this MR
Tech Injen intake system. Periodically, check the fitment of the intake system and
make any adjustment required. 
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